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CHEMICAL NAME Amide

LISTINGS US (TSCA); Canada (DSL); Korea (ECL); China (IECSC); Australia (AICS); 
Philippines (PICCS); New Zealand (NZIoC)

Cola®Lube 3412
Metalworking Lubrication Additive

Cola®Lube 3412 is a water-soluble lubricant 
base that contributes outstanding lubricity, ef-
fective corrosion inhibition, and co-emulsifi -
cation properties to a variety of metalworking 
fl uids, fi ber lubricants, and textile specialties. It 
is especially useful in stainless steel drawing ap-
plications. While developed as a lubricant base, 
Cola®Lube 3412, when utilized as an additive 
to metalworking fl uids, also imparts improved 
rinsibility characteristics.

SPECIFICATIONS

Appearance @ 25°C
Clear Amber 
Viscous Liquid

Acid Value 22 – 32

Alkali Value 170 – 190

pH (10% aq) 9.0 – 10.0

PERFORMANCE TESTING RESULTS

Shake Foam Test
(1 g Test Material into 50 mL DI water)

Immediate 110 mm

1 min. 100 mm

3 min. 35 mm

5 min. 30 mm

10 min. 5 mm

Technical information contained herein is believed to be accurate. However, it is furnished without charge or obligation and is given and accepted at the recipient’s sole risk. No guarantee of the accuracy of the information is made and 
the products discussed are sold without conditions or warranties expressed or implied. No warranties beyond the guarantee that Colonial Chemical products are manufactured to specs are expressed or implied, since the use of material 
is beyond our control. Purchasers should make their own tests and determine suitability of the product for their particular purposes. Nothing contained herein shall be considered a recommendation for any use that may infringe upon 
patent rights. Safety information regarding this product is contained in its Safety Data Sheet.    © 2016, Colonial Chemical, Inc. All rights reserved.  11/16

Colonial Chemical
225 Colonial Drive  ·  South Pittsburg, TN 37380

Phone: 423-837-8800  ·  Fax: 423-837-3888

www.colonialchem.com

I n n o v a t i v e  S p e c i a l t y  S u r f a c t a n t s

 Immediate 1 Minute  3 Minutes 5 Minutes 10 Minutes

STORAGE AND HANDLING

Cola®Lube 3412 should be stored in closed 
containers. Shelf life is 12 months from date of 
manufacture. Cola®Lube 3412 is shipped in poly 
55-gal drums, net weight 450 lbs (204.1 kg) and 
bulk. Safety Data Sheet may be downloaded at 
www.colonialchem.com.


