
EPF
TREATED PIGMENTS COMPOSITION

INCI Name SODIUM PERFLUOROHEXYLETHYL PHOSPHONATE

Chemical and physical properties

• Easier to disperse in cyclomethicone or low 

viscosity dimethicone (low surface tension media)

• Good oil proofness with squalane or 

hydrocarbon (high surface tension media) for 

powder to cream application

Fluoro
Treated 
Pigments

Water and Oil 
Proofness

KEY 
BENEFITS

Light/Powdery
feeling

Ultra
Long Lasting

Category Product

Talc EPF TALC S

Sericite EPF SERICITE S

Mica EPF MICA S

TiO2 EPF TiO2 R250

Yellow iron oxide EPF YELLOW No.602P

Red iron oxide EPF RED No.211P

Black iron oxide EPF BLACK No.710P

Less
Color Change

Environmental
PF Treatment

Standard grade

• Water proof and sebum proof

• Provide very long lasting effect

• Imparts powdery/light texture and feel

Cosmetic benefits
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Chemical Structure of EPF
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Use guideline

• Suitable for W/Si and W/O emulsions

• Emulsions: Disperse in the oil phase, add

water phase into oil phase, and emulsify

•Powders: Mix with other powders
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Applications

The information presented within this sheet is offered in good faith, and is based on our present state of knowledge. It is offered for informational and evaluation purposes only.
User of DAITO KASEI product should initiate their own testing to determine the suitability of this product for their intended purpose. DAITO KASEI assumes no liability or
responsibility for any damage to person or property resulting from the use of this product or the incorporation of this product into any final formulation or product. Statements
concerning the use of this product are not to be construed as a recommendation, suggestion or inducement to use the product in any way or within any formulation that is
unlawful to create or sell, that violates any applicable regulations or that infringes upon any patent. No liability arising out of such a use is assumed.

Riviseed: April 2017

EPF TREATED PIGMENTS

Powder Foundation

DF/J090 Matte Stay 2Way Powder Foundation

Material Safety Data Sheets are available for all DAITO KASEI products.

REACH: The ingredients, unless they are exempted, are registered or will be registered on May 2018.

Safety and regulatory information

Liquid Fondation

DL/J127 Super Long Lasting Liquid Foundation D5 Free

DAITO KASEI EUROPE SAS
62 boulevard Henri Navier 
Taverparc Bât 5.2
95150 Taverny - FRANCE
 : +33(0)1 30 40 01 01 
 : +33(0)1 30 40 01 11
 : dkeurope@dkeurope.fr

HEAD OFFICE
DAITO KASEI KOGYO Co., LTD
1-6-28 Akagawa, Asahiku
Osaka - JAPAN
 : 81 6 6922 1632 
 : 81 6 6921 9562 

DAITO KASEI CHINA 
6F/room 612
555 Wuding road Jing An District 
Shangai, CHINA 200040
 : +86 21 32 53 25 16 

For additional information
Please contact:

Mechanism of Formulation of EPF Pigments

Pigment SKIN

Lipid

Light

SKIN
EPF Pigments

Lipid

Light

Conventional Make-up Products Novel Make-up Products with EPF Pigments 

Particles of pigments can be compatible with lipid 
(sebum) from the skin, so it is mixed with lipid, and 
the layer of lipid on the surface of make-up finishing 
reflect the light strongly.

(Shiny & Greasy appearance)

EPF Pigments are not compatible with lipid, so the 
natural and powdery appearance can be maintained 
for a long time.

(Long Lasting Effect)
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